
YTELSESERKLÆRING

1. Unik identifikasjonskode av produkttype
Flügger Wall Seal Pro
+ Artikkelnummer og produksjonsserie på emballasjen

2. Tiltenkt bruk

3. Produsent

4. AVCP-system

5. Harmonisert standard

6. Erklært ytelse

Ytelsen til produktet som er identifisert ovenfor er i samsvar med settet av erklært ytelse. Denne 
ytelseserklæringen er utstedt i henhold til forordning (EU)
nr. 305/2011 under produsentens eneansvar som angitt ovenfor.

Signert for og på vegne av produsenten av:

Regulatory Affairs Specialist

Sted:

Navn:

Tittel:

Rødovre

Underskrift:

Nummer

Fugemasser til fuging innendørs og utendørs.

EN 15651-1:2017 Sealants for non-structural use in joints in buildings and pedestrian walkways - sealants for facade elements.

System 4

F-EXT-INT.Sealant type

Sealant class (EN15651-1) 12,5P

Reaction to fire Class E

Release dangerous chemicals NPD

Resistance to flow (mm) ≤ 5 

≤ 25Loss of the volume (%)

Elongation at break ≥ 100

Secant modulus at 23°C (N/mm²) NPD

NPDSecant modulus at -20°C (N/mm²)

Tensile properties at maintained extension NPD

Adhesion/cohesion at variable temperatures NPD

Adhesion/cohesion at maintained extension after water immersion (%) NPD

Durability NPD

Elastic recovery (%) < 40 

RISE Research Institutes of Sweden AB NB 0402.

Sertifisering
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