
DECLARATION OF PERFORMANCE

1. Unique identification code of the product type
Flügger Filler Pro LGS
+ Article number and batch number on the package

2. Intended uses

3. Manufacturer

4. Systems of AVCP

5. Harmonised standard

The performance of the product identified above is in conformity with the set of declared performances.
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the 
sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Regulatory Affairs Specialist

At:

Name:

Title:

Rødovre

EN 13963

Number

EN 13963 EN 15824
Interior use for ceiling walls and joints.

EN 13963:2005 Jointing materials for gypsum plasterboards - Definitions, requirements and test methods
EN 15824:2017 Specifications for external renders and internal plasters based on organic binders.

System 4

Reaction to fire * Flexural strength (N) Jointing types

NPD >320 2A

EN 15824

Reaction to fire * Adhesion (MPa) Thermal conductivity

B-s2,d0 >0.3 NPD NPD

Dangerous substances

131

Flügger Denmark A/S, Islevdalvej 151, 2610 Rødovre. www.flugger.dk

7.

Xiaochen Sun

Issue/Revision

* Classified without further testing (CWFT) according to Commission Decision 2010/83/EU.

* Classified without testing according to Commission Delegated Regulation (EU) 2017/1228.

NPD = No Performance Determined

26-10-2026

6. Declared performances

26-10-2026Date of issue:


